FISHERS UNIFIED
DEVELOPMENT ORDINANCE
REQUIREMENTS

GENERAL RECOMMENDATIONS

FISHERS
BICYCLE PARKING
GUIDELINES

Article 5.64 PK-01.M Bicycle Parking:
1. Minimum Number of Spaces: A minimum of one
(1) bicycle parking space shall be provided per
thirty (30) vehicle parking spaces. No more than
fifteen (15) bicycle parking spaces shall be
required for any primary structure.
2. Proximity to Primary Structure: The bicycle
parking spaces shall be located in close proximity
to the main entryway into the primary structure or
be located inside the primary structure.
3. Bike Rack Requirement: A bike rack shall be
installed to secure the bicycles.
4. Pedestrian Ways: Bicycle parking areas shall be
designed such that when fully occupied, the
bicycles, including trailers, shall not obstruct an
adjacent sidewalk, path, or other pedestrian way.

NICKEL PLATE DISTRICT CODE
4.5 Bicycle Parking
4.5.1 Minimum number of bicycle parking
spaces: A minimum of three bicycle parking spaces
are required for each development.
4.5.2 One additional space shall be provided per
30 vehicle parking spaces. No more than 20
bicycle spaces shall be required for any development.
4.5.3 The bicycle spaces shall be located in close
proximity to the main entryway into the primary
structure or within the primary structure.
4.5.4
Bike Rack Requirement: A bike rack shall
be installed to hold and secure the bicycles or
other means for security shall be provided.
4.5.5 Pedestrian Ways: Bicycle parking areas
shall be designed such that when fully occupied,
the bicycles, including trailers, shall not obstruct
an adjacent sidewalk, path, or other pedestrian
way.
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parking
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3. Bike racks should be placed on concrete,
asphalt, brick pavers or other similar hard surfaces. They should not be on bark mulch, crushed
stone, rocks, dirt, sand, or grass.
4. Bicycle parking should not obstruct pedestrian
traffic.
5. Bicycle parking may be placed in a non- required
vehicle parking space with the approval from the
Community Development Department and the
Department of Public Works.
6. Bicycle parking should be located within well lit
areas, and underneath structures that offer
shelter from weather when available.

FISHERS COMMUNITY DEVELOPMENT DEPARTMENT
1 MUNICIPAL DRIVE
FISHERS, IN 46038
317-595-3120

RECOMMENDED

DISCOURAGED

BIKE PARKING
SPACING GUIDELINES
1. The bike racks should be set parallel, and
no less than 3’ away from the curb line.
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a) Be U-lock compatible (most common form
of lock for cyclists).
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The recommended bike racks shown above
are U-lock compatible, and they also have
two points of contact for bike stability when
left unattended.
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2. A single row of bike racks should be spaced
at a minimum of 48” as shown below.

Min. 48”

Min. 132”

Fishers’ Nickel Plate District uses bike rack
designs similar to the design pictured above.

4. Bike racks should:

3. If two rows of bike racks are required, the
spacing between the two rows must be set at
a minimum of 132”. This is to allow an aisle
of 60” for pass through.

b) Have two points of contact (the bike would
be more stable and less susceptible to tipping
over).
5. Vertical clearance above bike racks should
be no less than 6’.

